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Controls & Indications   
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Graphical Liquid 
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Navigation 
Keys 

Zone LED Indicators 
(Optional) 

Number 
Keys 

Control 
Keys 

General Status 
Indicators  

 Navigation Buttons 

 ➔
 

Press to scroll through Menu Options. 

Press to display more information. 

   Press to scroll through menu Options. 

Press to scroll through lists of zones or devices. 
 

✓  
Press to confirm entry of numeric or letter information 
entry. 

Press to confirm selection of a menu option. 

Press to change some of the configuration options. 

Number Buttons 

to 9wxyz0

 
Used to enter numbers or letters. 

Esc

 
Press to exit the menu functions and return to the 
normal display. Press to return to a previous menu. 

Menu

 
Press to show or return to Level 1 or Level 2 Menu 
Functions. 

Main User functions are VIEW, TEST, DISABLE, 
ENABLE and DELAY. 

The panels may also be fitted with additional LED indicators comprising of 
25, 50, 100 or 200 indicators  

 

Control Buttons 

 
 

Reset: Press to reset the panel from a latched 
condition. 

Graphic Display  
  ! 

 
Mute: Press to mute the internal buzzer. 

The graphical display provides detailed information of the source of fires, 
faults and warnings. It also shows menus for use when inspecting or 
programming the operation of the panel. 

Under normal conditions the panel display shows the time, date and 
status: - 

 

 
 

More Alarms: Press to view more zones in alarm. 
LED indicates more zones are available when lit. 

  
 

Silence: Press to silence the bells.  
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Resound: Press to re-sound the bells. 

  
 

Evacuate: Press to initiate a manual evacuation and 
sound the alarms. 

 
NORMAL PANEL OPERATION 

(Press Menu to View) 

 Level 2 Access is required for Reset, Silence, Re-sound & 
Evacuate buttons and for programming Menu functions. Level 2 
operation can be enabled using a key-switch (if fitted) or by entry 
of a pass-code. 

The following is a typical menu display.  LED Status Indicators 

 [Level 2 Menu]            User 1 Node  1 

 

    VIEW       DISABLE       ENABLE 

    TEST       DELAY         TOOLS 

               STATUS 

 RED Separate LED Indicators show the presence of a fire 
alarm condition and (if configured) that the fire brigade 
has been called. 

  YELLOW Indicate other system operating conditions including 
Fault, Test and Disablement conditions. 

  GREEN Indicates the presence of power to the system – if 
flashing, indicates that the panel is running on battery 
standby power. 

       

 

 

In the event of a fire alarm, call: -  For Service & Maintenance, contact: - 

TEL:    

   

  TEL:  

 

 

 

 

Hyfire (HY5000)  Series Fire Alarm Panel 

 

 

 

 

 

 

 

 
The operation and functions described in this manual are available from Software Version 5000-050-04 onwards. 

    Hyfire 
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HY-5000 Panel Enclosures 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

HY-5020 / HY-5030 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

ENCLOSURE: Steel IP30 RAL7035 

DIMENSIONS:  

 

ENCLOSURE: Steel IP30 RAL7035 

DIMENSIONS: 218 x 300 x 42 mm 
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/S 340 x 340 x 88 mm (5100 Only) 

/M 340 x 430 x 115 mm (5100 & 5200 Only) 

/L 470 x 450 x 115 mm (5100, 5200 & 5400) 
/D 470 x 450 x 190 mm (5100, 5200 & 5400) 
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HY-5030 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

NOTES: 

IP30 rating is for the MX5000R module only with the door closed and 
with module mounted in a standard rack mount enclosure – assumes 
all other rack mount positions are occupied – no overall rating is implied 

 

ENCLOSURE: Steel IP30 RAL7035 

DIMENSIONS: 260 x 300 x 42 mm 

113 113 

296 

2
3

 
2

1
9
 

2
5

8
 

SWITCH 

INPUTS  

USB 
PC I/F 

INPUT 

SCR 

B 
A 

INPUT 1 

OUTPUT 1  
To Next 
Unit  

INPUT 2 

OUTPUT 2  
To Next 
Unit  
 

SCR 

B 
A 

OUTPUT 

PSE EN54-4,  
24V [15V-30V] DC 0.2A 

POWER SUPPLY 

PSE FAULT  

NETWORK  
 

PRINTER  

/R 266 (6U) x 482 (19“) x 125 mm 

Rack Enclosure 

For more information see document 680-195  

BATTERIES: 

Maximum battery size per enclosure: 
/S: 7Ah, /M: 12Ah, /L: 18Ah, /D: 45Ah, /R: depends on overall rack cabinet. 
 
Batteries may be located in separate battery enclosure mounted beneath the panel for /M, /L, /D, /E enclosures – see document 680-208 
Maximum battery size per model: 
 

• HY-5100: 25Ah 

• HY-5200: 45Ah 

• HY-5400: 45Ah 
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HY-5100, 5200, 5400 

 

 

 

 

HY-5100 

200-240V AC 50/60Hz 1.0A 

1x LOOP CIRCUIT 

2x SOUNDER CIRCUITS 

 

 

 

 

 

 

 

 

 

 

HY-5200 

200-240V AC 50/60Hz 1.4A 

2x LOOP CIRCUITS 

2x SOUNDER CIRCUITS 

 

 

 

 

 

 

 

 

 

HY-5400 

200-240V AC 50/60Hz 1.4A 

4x LOOP CIRCUITS 

4x SOUNDER CIRCUITS 

 

 

 

 

 

 

 

 

WARNING: HIGH VOLTAGE INSID

DO NOT REMOVE COVER

No Serviceable Parts Inside

OPTION: 
MXP-513 LED Cards 
Mount on back of panel 
door and are 
connected to the 
display. 
(Requires alternate 
door)  
 

Display Fascia Plate Is Not 

Shown For Clarity 

 

LOOP DRIVER(S) 
MXP-502: Apollo / Hochiki / Advanced AV 
MXP-567: Nittan 
 
All loop drivers must be of the same type. 
Requires specific panel firmware for 
protocol.  
Loops 2, 3 & 4 are not provided on 5100 
Loops 3 & 4 are not provided on 5200 
 

OPTION : 
Network 
Interface Card 
 

OPTION : 
Interface Cards 

 

200-240V AC 50Hz 1.4A 

 

POWER SUPPLY 
 

EARTH / 

SCHUTZLEITER 

LOOPS 

EOL 

SOUNDERS  

EOL 

NEUTRAL / NULL 

LIVE / PHASE 

 
Relays  

1  
Fault  

2  
Fire 

DISPLAY 
 

24V DC 0.5A 
 

24V DC 1.0A 
 

AUX Output  

24V DC 0.5A 
 PBUS 

RS485 
EOL EOL 

OPTION : 
MXP-501 Battery 
Temperature. Sensor 

BATTERY  
 
24V DC 5.0A 
 

INPUT 

SCR 

B 

A 

SCR 

B 

A 
OUTPUT 

NETWORK 

MXP-503 / 

MXP-509 

OPTION : 
MXP-507 2-Way Relay or 
 
MXP-532 Fire & Fault 
Routing / Protection 
Interface  
 

OPTION: 
MXP-504 
FAT/FBF/FSD/ÜE Card or 
 
MXP-536 8-Way Zone 
Card or 
 
MXP-537 10-Way Input 
Card or 
 
Other Peripheral Card 
 

OPTION: 
MXP-512 Printer 
Mount on panel door. 
Alternate Base Card to 
Display Card ribbon 
cable (supplied with 
printer)  
 

IP#9 
Monitored Input 

USB 
PC/IF 

RS232 


